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1. Introduction 

Estimations of flood peak discharges of low probability of ex-
ceedance are required for designing and maintaining hydraulic and road 
structures (reservoirs, weirs, water intakes, bridges, culverts) as well as 
for flood protection, including assessment of the risk of flooding. Rain-
fall-runoff models are usually the only alternative for such estimations 
in case of small catchments as there is a lack of sufficient, good quality 
historic data to be used for applying the traditional i.e. statistical meth-
ods (Hlavcova et al. 2005). The aim of this study was to check respons-
es of a small agro-forested catchment to rainfall of assumed 1% proba-
bility of exceedance and of various duration, and with various potential 
of the catchment to form runoff, characterize by a changeable Curve 
Number – CN (Ignar 1988, USDA-NRCS 2003, Miler 2012). Field data 
of rainfall-runoff events, recorded in the investigated catchment of 
Zagożdżonka river since 1980, were used to estimate the model parame-
ters (Banasik 2011, Banasik et al. 2014). 
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2. Description of research area and methodology 

2.1. Location and characteristics of the investigated catchment 

The Zagożdżonka catchment (Fig. 1) is a small agro-forested, 
lowland catchment, located in central Poland, about 100 km south of 
Warsaw. 

 

 
Fig. 1. Locality map of the Zagożdżonka catchment and gauging stations 
Rys. 1. Mapa lokalizacyjna zlewni rzeki Zagożdżonki i profili badawczych 

 
The Zagożdżonka River is left tributary of the Vistula River with 

its outlet (N:51º39'28"; E:21º29'13") near Kozienice town. Hydrological 
field investigations of the Zagożdżonka River, at Płachty (A on Fig. 1; 
N:51º26'43.8"; E:21º27'35.6"), have been carried out by the Department 
of Water Engineering and Environmental Restoration of Warsaw Uni-
versity of Life Sciences since 1962. In the first period, the river water 
stages have been recorded by an observer, who was reading staff gauge 
three times a day, except flood periods when reading was usually car-
ried out each hour. Since 1980 monitoring of the river stages has been 
carried out with the use of mechanical water stage recorder, and since 
middle of last the decade of the previous century with the use of elec-
tronic system for recording, logging and transmitting the data. In the 
recent periods, the traditional reading of staff gauge has been continued 
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for correcting the records once a day. For precise estimation of river 
flow, a rating curve has been established and verified at least once 
a year based on 10-12 hydrometric measurements The catchment area 
upstream of the Płachty gauging station is 82.4 km2. Mean annual val-
ues of precipitation 612 mm, and mean runoff coefficient is 17.3%. The 
mean elevation of the catchment is about 163 m above sea level, and 
absolute relief is 37.0 m (upstream of A, Fig. 1). The mean slopes of the 
main channels range from 2.5 to 3.5 m per 1000 m. Local depressions, 
which do not contribute to direct runoff and sediment yield from the 
catchment, constitute a significant part of the area, i.e. ca 24% (Banasik 
& Hejduk 2012). 

2.2. Description of the rainfall-runoff procedure 

A procedure called SEGMO (SEdiment Graph MOdel), devel-
oped at Warsaw University of Life Sciences for analyzing rainfall-
runoff events in small catchments and for predicting catchment respons-
es to heavy rainfall (Banasik 1994, Banasik & Walling 1996) was used 
in the investigation. In the previous investigations, it was proved that 
SEGMO, based on lumped parametric approach, is useful tool for pre-
dicting flood hydrographs, as catchment response to extreme rainfalls 
(Banasik 2011, Karabova et al. 2012, Krajewski at al. 2014). The model 
consists of two parts; a hydrologic sub-model and sedimentology sub-
model. The hydrologic submodel uses the Soil Conservation Service 
CN-method to estimate effective rainfall and the instantaneous unit hy-
drograph (IUH) procedure to transform the effective rainfall into 
a direct runoff hydrograph. The sedimentology submodel uses a form of 
the modified Universal Soil Loss Equation (Williams 1978, Banasik & 
Gorski 1993) to estimate the amount of suspended sediment produced 
during the rainfall-runoff event and the instantaneous unit sediment-
graph (IUSG) procedure to transform the produced sediment into a sed-
imentgraph (Banasik et al. 2005, Banasik & Hejduk 2014). Only the 
first one i.e. hydrological submodel, called later rainfall-runoff model, 
will be used for prediction of the runoff hydrographs. Schematic repre-
sentation of the model is shown in the Figure 2. 
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Fig. 2. Schematic representation of rainfall – runoff model 
Rys. 2. Schemat blokowy modelu opad-odpływ 

2.3. Input data and model parameters used for the computation 

A formula of Bogdanowicz and Stachy (1998) on relationship of 
intensity-duration-return period, applicable also for region of center of 
Poland, has been used to find rainfall depths of the events with probabil-
ity of exceedance of 1% (return period of 100 years) and various dura-
tion (i.e. D = 6, 12, 18, 24, 30, 36, 42, 48, 60 and 72 h), as input data for 
runoff hydrograph simulation. Rainfall intensity for each of the 10 
events has been assumed as a constant during rain duration. The com-
puted relationships of rainfall intensity and rainfall depth, as well as 
runoff depth, estimated according to curve number – CN as described 
below, versus rain duration are presented in Fig. 3.  

Both, the curve number, which is determining runoff depth from 
rainfall depth, and the IUH characteristics (such as lag time, time to 
peak, maximum ordinate), which are used to transform the runoff depth 
into direct runoff hydrograph, have been estimated on the base of rec-
orded in the catchment rainfall-runoff events (Banasik et al. 2011, Ba-
nasik et al. 2014). All of them include some stochastic variables, how-
ever IUH parameters have been approximated, and used in computation 
as deterministic, i.e. N (number of reservoirs) = 3.27 and k (retention 
parameter of each reservoir) = 3.58 hours. A big variability in CNs has 
been found, when they were computed from recorded rainfall-runoff 
data. So, using the 40 rainfall-runoff data set, the curve numbers were 
computed again, for each of the ordered pairs, as suggested by Hawkins 
(1993), and finally plotted against rainfall depth.  
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Curve numbers were found to approximate an exponential func-
tion, varying with storm depth in the form (Banasik et al. 2014): 

CN(P) = 69.8 + 30.2 · exp(-P/20.1) (1) 

where: 
CN(P) – curve number (–), 
P – rainfall depth (mm). 

 
Fig. 3. Rainfall intensity-duration and depth-duration relationships of return 
period of 100 years for center of Poland with runoff depths for Zagożdżonka 
catchment 
Rys. 3. Zależności natężenie-czas trwania i warstwa-czas trwania opadu 
o okresie powtarzalności 100 lat dla centrum Polski z warstwami odpływu 
ze zlewni Zagożdżonki  

Standard error of estimation of CN in formula 1 was ε=1.54. CN 
value according to the formula 1 is decreasing with rainfall increase, 
what was called by Van Mullem et al. (2002) as standard behavior of 
a catchment, and approaches a constant value of 69.8 at higher rainfalls, 
which is very close to that value estimated on the base of soil type and 
land use, i.e. CNtable=71.5 (Banasik 1994). 
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Runoff depth for each of the 10 assumed events was computed 
from the USDA-NRCS (2003) formula: 
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where: 
H – estimated runoff depth (mm) 
S – maximum potential retention (mm), computed from the equation: 
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where CN(P) has been estimated according to formula 1. The computa-
tions have been then repeated for CN(P) ± ε (i.e. increasing and decreas-
ing the value of CN of the standard error of estimation, respectively). 
Results of the runoff depths – H are presented in the Figure 3.  

For the rainfall of return period of 100 years, the rainfall depth 
increases from 67.8 mm when the rain duration is 6 hours to 124.9 mm 
when the rain duration is 72 hours. The Curve Number according the eq. 
1 would decrease from 70.8 to 69.8 for the respective rain durations and 
depths, and the runoff depths would increase from 14.5 mm to 49.8 mm. 
The variation of CN of its standard error of estimation ε = 1.54 would 
cause changes in runoff depth from 13.0 mm to 16.1 mm for rain dura-
tion of 6 h and from 46.8 to 52.9 for rain duration of 72 hours. 

3. Results 

3.1. Prediction of flood hydrographs  

The responses of the Zagożdżonka catchment to each rainfall 
event has been computed with the use of the following assumption: con-
stant rainfall intensity, no areal reduction of the rainfall depth, formation 
of runoff during the rain – according the formula 2, i.e. with initial loss-
es equal to 20% of maximum potential retention, instantaneous unit 
hydrograph is unchanged and computed according to Nash model with 
parameters defined in the section 2.3. Time step of computation has 
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been assumed as one hour. Predicted flood hydrographs as a response of 
the catchment to rainfall event of 100 year return period of various dura-
tion and for CN estimated according the eq. 1 are shown in the Figure 4. 
One can notice from the Fig. 4 that there is initial increase of peaks of 
runoff hydrographs with rain duration, with maximum of 27.3 m3/s at 
D = 30 hours, and then the peaks of runoff hydrographs are decreasing. 
This is the effect of simultaneous increase of runoff volume and de-
crease of rainfall (and runoff) intensity. 

 
Fig. 4. Simulated direct runoff hydrographs for rainfall of return period  
of 100 years and for various duration (D)  
Rys. 4. Hydrogramy odpływu bezpośredniego dla opadów o okresie 
powtarzalności 100 lat i o różnym czasie trwania (D) 

3.2. Flood peak discharge vs rain duration for various Curve Number 

Peaks of direct runoff hydrographs computed as responses of the 
analyzed catchment to rainfall events of 100 year return period, and 
with the CNs estimated according to eq. 1, seen in the Fig. 4, are shown 
in the Fig. 5, versus rain duration (as the blue line – for CN). The max-
imum value of peak discharges of 27.3 m3/s was reached for rain dura-
tion of 30 hours. Taking into account the standard error of estimation of 
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CN in equation 1 (i.e. ε = 1.54), the maximum value of at peak dis-
charges were also reached for duration of 30 hours, approaching 
28.9 m3/s for CN+ε and 25.5 m3/s for CN-ε (Fig. 5). This indicates that 
changes of the Curve Number, i.e. increase or decrease of the standard 
error of estimation would change the maximum discharge of 5.6% and  
-6.6%, respectively. 

 
Fig. 5. Computed peaks of direct runoff hydrographs of rainfall events  
of 100 year return period, with various CNs, versus rainfall duration 
Rys. 5. Przepływy maksymalne hydrogramów odpływu bezpośredniego, 
wywołanego opadami o okresie powtarzalności 100 lat, dla różnych wartości 
CN, w zależności od czasu trwania opadu 

4. Conclusions 

 The rainfall-runoff procedure indicated high sensitivity of peak dis-
charge to CN value (change of 1.54 in CN made ca. 6% change in 
flood flow). 

 The initial increase of peaks of runoff hydrographs with rain dura-
tion, and then the gradual decrease of the peaks is the effect of sim-
ultaneous increase of runoff volume and decrease of rainfall (and 
runoff) intensity. 
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Zależność przepływu powodziowego  
od parametru CN i czasu trwania deszczu  

w małej zlewni rzecznej 

Streszczenie 

Przepływy maksymalne o niskim prawdopodobieństwie przewyższe-
nia są potrzebne przy projektowaniu i utrzymaniu budowli wodnych i komuni-
kacyjnych (jazy, zbiorniki, ujęcia wód, mosty, przepusty) oraz w ochronie 
przed powodziami, w tym również przy tworzeniu map ryzyka powodziowe-
go. W przypadku małych zlewni, zwykle nie posiadających pomiarów hydro-
metrycznych, podstawowym sposobem wyznaczenia takich przepływów jest 
zastosowanie modeli opad odpływ. Celem pracy było sprawdzenie reakcji 
małej, rolniczo-leśnej zlewni nizinnej w postaci hydrogramu odpływu bezpo-
średniego, na ulewne deszcze o przyjętym 1-procentowym prawdopodobień-
stwie przewyższenia i różnym czasie trwania, oraz przy różnym potencjale 
formowania się odpływu bezpośredniego w zlewni, charakteryzowanego pa-
rametrem CN. Parametry modelu przyjęto na podstawie wieloletnich badań 
hydrologicznych przeprowadzonych w badanej zlewni. Parametr CN uzależ-
niono od wysokości opadu i dodatkowo wzięto pod uwagę wpływ niepewności 
w ustaleniu jego wartości na wynik obliczeń. Parametry chwilowego hydro-
gramu jednostkowego przyjęto jako stałe we wszystkich scenariuszach obli-
czeniowych. Przedstawiony w wynikach obliczeń – początkowy wzrost prze-
pływów kulminacyjnych hydrogramów odpływu bezpośredniego, a następnie 
spadek, wraz ze wzrostem przyjmowanych czasów trwania opadów jest efek-
tem równoczesnego oddziaływania wzrastającej objętości odpływu, z danego 
opadu i zmniejszającego się natężenia średniego. Wyniki analizy wskazują na 
wysoką wrażliwość przepływów kulminacyjnych na zmianę parametru CN 
(zmiana CN o wartość standardowego błędu oceny wywołuję ok. 6% zmianę 
przepływu kulminacyjnego).  

Abstract 

Estimations of flood peak discharges of low probability of exceedance 
are required for designing and maintaining hydraulic and road structures (res-
ervoirs, weirs, water intakes, bridges, culverts) as well as for flood protection, 
including assessment of the risk of flooding. Rainfall-runoff models are usual-
ly the only alternative for such estimations in case of small catchments as there 
is a lack of sufficient, good quality historic data to be used for applying the 
traditional i.e. statistical methods. The aim of this study was to check respons-
es of a small agro-forested catchment to rainfall of assumed 1% probability of 
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exceedance and of various duration, and with various potential of the catch-
ment to form runoff, characterize by a changeable Curve Number – CN. Field 
data of rainfall-runoff events, recorded in the investigated catchment of 
Zagożdżonka river since 1980, were used to estimate the model parameters. 
Application of the rainfall-runoff procedure indicated high sensitivity of peak 
discharge to CN value. A change in CN of the value of standard error of esti-
mation made ca. 6% change in flood flow. 

 
Słowa kluczowe: 
modelowanie opad-odpływ, parametr CN, mała zlewnia,  
niepewność przepływów obliczeniowych 

Keywords: 
rainfall-runoff modelling, curve number, small catchment,  
design flood uncertainty 
 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


